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ABSTRACT

A connecting portion 4/to which a pushrod actuating mecha-
nism 7 is connected is provided on an opposite side, to a disc
rotor 5, of abottom wall of a cylinder bore 4e of a caliper body
4 50 as to project therefrom. An accommodation bore 4m that
accommodates a pushrod 12 and an adjusting bolt 18 is
formed in the connecting portion 4f. In forming the caliper
body 4, the connecting portion 4fis formed so as to have the
same section shapes when taken along a direction perpen-

dicular to an cylinder axial direction. By cutting the connect-
ing portion 4f'so that a length of the connecting portion 4f'in
the cylinder axial direction becomes a predetermined length
and processing the connecting portion 4f, a connecting sur-
face 4n to which the pushrod actuating mechanism 7 is con-
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MECHANICAL TYPE DISC BRAKE

CROSS REFERENCE TO RELATED
APPLICATION

This application is based on and claims priority under 35
US.C. §119 to Japanese Patent Application No. 2012-
100814 (filed on Apr. 26, 2012), the entire contents of which
are incorporated herein by reference.

TECHNICAL FIELD

The invention relates to a disc brake for use in a vehicle
such as a motor vehicle, a motorbike, a buggy or a golf cart
and more particularly to a mechanical type disc brake that is
provided in a caliper body and is actuated by pulling a brake
wire to perform a brake operation.

SUMMARY

In many cases, mounting positions of mechanical type disc
brakes differ depending upon models of vehicles on which the
disc brakes are mounted. Also, depending on the mounting
positions, it is concerned that a wheel and a brake wire may
interfere with each other. Therefore, depending upon a
mounting position, it is required to change shapes of a caliper
body and/or a piston member actuating mechanism, and the
versatility of the mechanical type disc brake may be deterio-
rated.

The invention provides a mechanical type disc brake which

facilitates changing of a mounting position of a piston mem-
ber actuating mechanism and enhances the versatility thereof.
(1) According to one embodiment, a mechanical type disc
brake includes a caliper body, a caliper body, and a piston
member actuating mechanism. The caliper body includes an
acting portion that is provided on one side of a disc rotor and
is formed with a cylinder bore which opens to a disc rotor side
of the acting portion. The piston member is inserted into the
cylinder bore so as to be movable. The piston member
includes a proximal end portion that project towards an oppo-
site side, to the disc rotor, of the cylinder bore. The piston
member actuating mechanism is provided on the opposite
side, to the disc rotor, of the cylindrical bore and moves the
piston member in a cylinder axial direction as a rotating arm
operates. The rotating arm rotates by pulling a brake wire. In
forming the caliper body, a connecting portion that has same
section shapes when taken along a direction perpendicular to
the cylinder axial direction is extended to the opposite side, to
the disc rotor, of the cylinder bore, the connecting portion is
cut to have a predetermined length to thereby form a connect-
ing surface to which the piston member actuating mechanism
is connected, and an accommodation bore that accommodate
therein the proximal end portion of the piston member is
formed in the connecting portion from a connecting surface
side of the piston member.
(2) In the mechanical type disc brake of (1) the cylinder bore
may have, in a bottom wall, a through hole extending in the
cylinder axial direction. The piston member may include a
piston, a pushrod, and a pushing member. The piston is
inserted into the cylinder bore so as to be movable. The
pushrod has a distal end portion that is connected to the
piston, and a proximal end portion that is inserted through the
through hole. The pushing member moves in the cylinder
axial direction as the rotating arm operates so that a distal end
portion of the pushing member is brought into abutment with
the proximal end portion of the pushrod to push and move the
piston via the pushrod.
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(3) In the mechanical type disc brake of (1), the caliper body
may be formed by casting. A pad portion that is formed during
the casting may be provided on an opposite side, to the disc
rotor, of the connecting portion.

(4) In the mechanical type disc brake of (3), the pad portion
may include a gate or a riser.

(5) The mechanical type disc brake of (2) may further include
ahydraulic type actuating mechanism that actuates the piston
by means of a hydraulic pressure. A hydraulic chamber may
be provided between the cylinder bore and the piston.

(6) In the mechanical type disc brake of (1), the piston mem-
ber actuating mechanism may be connected to the connecting
surface with a bolt that is disposed on an outer circumferential
side of the cylinder bore.

(7) In the mechanical type disc brake of (1), the piston mem-
ber actuating mechanism may include a connecting base por-
tion, a holding arm, and a restricting piece. The connecting
base portion is connected to the connecting surface. The
holding arm projects from the connecting base portion to hold
the brake wire. The restricting piece restricts the rotating arm
from rotating. The connecting base portion, the holding arm,
and the restricting piece may be integrally formed by casting.

With the mechanical type disc brake, the mounting posi-
tion of the piston member actuating mechanism can be
changed by adjusting the length by which the connecting
portion is cut. Thus, even when the disc brake is mounted on
awheel having a different width, the piston member actuating
mechanism can be disposed so that the wheel and the brake
wire do not interfere with each other. Therefore, the versatil-
ity of the caliper body and the piston member actuating
mechanism can be enhanced.

Furthermore, the piston member includes the piston, the
pushrod, and the pushing member. The piston is inserted into
the cylinder bore so as to be movable. The pushrod has the
distal end portion which is connected to the piston, and the
proximal end portion that is accommodated in the accommo-
dation bore. The pushing member moves in the cylinder axial
direction as the rotating arm operates so that a distal end
portion of the pushing member is brought into abutment with
the proximal end portion of the pushrod to push and move the
piston via the pushrod. With this configuration, it is possible
to enhance the assembling properties of the piston member.

Also, the caliper body is formed by casting, and the gate or
the riser is provided in the connecting portion. With this
configuration, in cutting the gate after casting is completed,
the length of the connecting portion can be adjusted easily.

Furthermore, the hydraulic chamber is provided between
the cylinder bore and the piston, and the mechanical type disc
brake includes the hydraulic type actuating mechanism which
actuates the piston by means of'a hydraulic pressure. With this
configuration, the mechanical type disc brake is applicable to
a parking disc brake that includes the hydraulic type actuating
mechanism and the mechanical type actuating mechanism.

Also, the piston member actuating mechanism includes the
connecting base portion, a wire guide arm, and the restricting
piece. The connecting base portion is connected to the con-
necting surface. The wire guide arm projects from the con-
necting base portion to hold the brake wire. The restricting
piece restricts the rotating arm from rotating. The connecting
base portion, the wire guide arm, and the restricting piece are
integrally formed by casting. With this configuration, the
strength of the piston member actuating mechanism can be
ensured, and the restricting piece can be formed easily.

BRIEF DESCRIPTION OF THE DRAWINGS

FIG. 1 is a section view taken along a line I-I in FIG. 3;
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FIG. 2 is a plan view of a mechanical type disc brake
according to one embodiment of the invention;

FIG. 3 is a front view of the mechanical type disc brake
according to the embodiment of the invention;

FIG. 4 is a side view of the mechanical type disc brake
according to the embodiment of the invention;

FIG. 5 is a partially section rear view of the mechanical
type disc brake according to the embodiment of the invention;

FIG. 6 is a front view of a caliper body of the mechanical
type disc brake according to the embodiment of the invention;
and

FIG. 7 is a side view of the caliper body of the mechanical
type disc brake according to the embodiment of the invention.

DETAILED DESCRIPTION

FIGS. 1 to 7 show one embodiment of the invention. In the
figures, an arrow A denotes a rotation direction of a disc rotor
that rotates with integrated with a wheel when a vehicle
travels forwards. It is noted that a rotating disc rotor entrance
side and a rotating disc rotor exit side, which will be referred
to in the following descriptions, denote respective sides when
the vehicle travels forwards.

In a mechanical type disc brake 1 according to this embodi-
ment, a bracket 2 fixed to a vehicle body supports, via sliding
pins 3, 3, acaliper body 4 so that the caliper body 4 is movable
in a disc axial direction.

The caliper body 4 includes an acting portion 4a, a reacting
portion 45, and a bridge portion 4¢. The acting portion 4a and
the reacting portion 45 are disposed on both side of a disc
rotor 5. The bridge portion 4¢ straddles an outer circumfer-
ence of the disc rotor 5 to connect the acting portion 4a and the
reacting portion 4b. A pair of friction pads 6, 6 is provided
between the acting portion 4a and the reacting portion 45 so
as to be movable in the disc axial direction with being across
the disc rotor 5.

Supporting arms 4d, 4d project from the rotating disc rotor
entrance side and the rotating disc rotor exit side of the acting
portion 4a. Sliding pins 3, 3 that project from the respective
supporting arms 4d, 4d towards the disc rotor 5 are inserted
into pin insertion holes 2a, 2a formed in the bracket 2. A
cylinder bore 4e is formed in a disc-rotor side portion of the
acting portion 4a. The cylinder bore 4e accommodates
therein a piston 11 via a dust seal 9 and a piston seal 10. A
connecting portion 4f'is provided on an opposite side, to the
disc rotor 5, of a bottom wall of the cylinder bore 4e so as to
project therefrom. A pushrod actuating mechanism 7 (an
example of a piston member actuating mechanism) is con-
nected to the connecting portion 4fwith connecting bolts 8, 8
(an example of a connecting member).

The piston 11 includes a cylindrical body 11« and a thick
pushrod connecting wall 115 that is formed at an intermediate
portion of an interior of the cylindrical body 11a. A distal end
portion of a pushrod 12 is connected to a central portion of the
pushrod connecting wall 115 via a seal member 13a. A boss
portion 4g is provided in a central position of the bottom wall
of'the cylinder bore 4e so as to project therefrom towards the
disc rotor 5. A through hole 4/ is provided so as to penetrate
through the boss portion 4g and the bottom wall in a cylinder
axial direction. The pushrod 12 is inserted through the
through hole 4/ via a seal member 135. A proximal end
portion of the pushrod 12 projects to an opposite side, to the
disc rotor 5, of the cylinder bore 4e.

The connecting portion 4f is formed to have the same
section shapes when taken along a direction perpendicular to
the cylinder axis. The connecting portion 4fincludes a cylin-
drical portion 4i that is larger in diameter than the cylinder
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bore 4e, and mounting portions 4%, 4%. The mounting portions
4k, 4k project towards a disc outer circumferential side of the
cylindrical portion 4/ and a disc inner circumferential side of
the cylindrical portion 4i, respectively. The mounting por-
tions 4k, 4k include female screw holes 4/, 47 in which the
connecting bolts 8, 8 are fastened. An accommodation bore
4m is formed in a central portion of the cylindrical portion 4/
s0 as to communicate with the through hole 4/ and to open to
an opposite side to the disc rotor 5. The accommodation bore
4m accommodates the proximal end portion of the pushrod
12.

In the case where the caliper body 4 is formed by casting,
as shown in FIG. 7, a gate P1 is provided at the connecting
portion 4f. After casting, the gate P1 is cut according to the
size of a wheel by cutting the connecting portion 4f in the
direction perpendicular to the cylinder axial direction.
Thereby, a connecting portion 4f having a predetermined
length and a connecting surface 4z are formed.

The pushrod actuating mechanism 7 includes a connecting
base portion 7a, a sleeve nut 14, a sleeve bolt 15, a rotating
arm 16, and an adjusting bolt 18 (an example of a pushing
member). The connecting base portion 7a is connected to the
connecting surface 4z. The sleeve nut 14 is cast in a position
corresponding to the accommodation bore 4m. The sleeve
bolt15is screwed into the sleeve nut 14 from an opposite side,
to the disc rotor 5, thereof. The rotating arm 16 is fitted on an
outer end portion of the sleeve bolt 15. In a state where a lock
nut 17 is mounted on the adjusting bolt 18, the adjusting bolt
18is screwed into an inner circumference of the sleeve bolt 15
and a distal end portion of the adjusting bolt 18 abuts against
the proximal end portion of the pushrod 12. The adjusting bolt
18 pushes the piston 11 via the pushrod 12 towards the disc
rotor 5. The rotating arm 16, the sleeve bolt 15 and the adjust-
ing bolt 18 can rotate together by tightening the lock nut 17.
In this embodiment, the piston 11, the pushrod 12 and the
adjusting bolt 18 exemplarily makes up a piston member.

The connecting base portion 7a has a disc shape which is
substantially the same shape as that of the connecting portion
4f of the caliper body 4. Bolt mounting portions 75, 7b cor-
respond to the mounting portions 4k, 4k. The bolt mounting
portions 7b, 7b are provided on a disc outer circumferential
side and a disc inner circumferential side of the connecting
base portion 7a so as to project therefrom. Bolt insertion holes
7¢, Tc are formed in the bolt mounting portions 75, 75 s0 as to
be coaxial with the female screw holes 4/, 4/. Furthermore, a
holding arm 7e extends towards a rotating disc exit side of the
bolt mounting portion 76, which is on the disc inner circum-
ferential side of the connecting base portion 7a. The holding
arm 7e has a holding portion 74 that holds a brake wire 19 at
a distal end portion thereof. A mounting hole 7fin which the
sleeve nut 14 is mounted is formed in a position correspond-
ing to the accommodation hole 4m. Furthermore, a restricting
piece 7g is provided on a disc outer circumferential side of the
bolt mounting portion 76, which is on the disc outer circum-
ferential side of the connecting base portion 7a. The restrict-
ing portion 7g projects in an opposite side to the disc rotor 5
and abuts against a surface, on a rotating disc rotor entrance
side, of the rotating arm 16 so as to restrict the rotation of the
rotating arm 16. Furthermore, a return spring attaching piece
7h is provided on the holding arm 7e so as to project there-
from. Also, the connecting base portion 74, the bolt mounting
portions 7b, 7b, the holding arm 7e, and the restricting piece
7g are formed integrally by casting.

The sleeve nut 14 is formed with a multiple thread female
screw portion on an inner circumferential surface thereof. The
sleeve bolt 15 is formed with a multiple thread male screw
portion that screws with the multiple thread female screw
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portion of the sleeve nut 14. Also, an inner circumferential
surface of the sleeve bolt 15 has a cylindrical shape and is
formed with a female screw portion with which the adjusting
bolt 18 screws. The sleeve bolt 15 projects outwardly from the
opposite side, to the disc rotor 5, of the sleeve nut 14. A dust
boot 20 is mounted between the projecting portion of the
sleeve bolt 15 and the connecting base portion 7a.

The rotating arm 16 has a sleeve bolt fitting hole 164, a
brake wire connecting portion 165 and a mounting piece 16¢.
The sleeve bolt fitting hole 16a is fitted onto an outer end of an
outer circumferential portion of the sleeve bolt 15. The brake
wire connecting portion 165 projects towards the disc outer
circumferential side. One end of the brake wire 19, which is
held by the holding arm 7e, is connected to the brake wire
connecting portion 165. The mounting piece 16¢ projects
towards the disc inner circumferential side. One end of a
return spring 21 is mounted on the mounting piece 16¢. The
other end of the brake wire 19, which is connected to the brake
wire connecting portion 165 at the one end thereof, is con-
nected to a brake pedal and/or a brake lever (not shown) which
are provided near a driver’s seat. Also, the other end of the
return spring 21 is attached to the return spring attaching
piece 7h, which projects from the holding arm 7e. When
being not in operation, the rotating arm 16 is biased by the
return spring 21 and is restricted from rotating by the restrict-
ing piece 7g to thereby be held in an initial position. Thereby,
the adjusting bolt 18 and the pushrod 12 are disposed in their
initial positions shown in the drawings.

The pushrod actuating mechanism 7, which is configured
as described above, is attached to the connecting surface 4»
by bringing the connecting base portion 7a into abutment
with the connecting surface 4» and inserting the connecting
bolts 8, 8 through the connecting bolt insertion holes 7a, 7a so
as to screw with the female screw holes 45, 4j. Then, the
adjusting bolt 18 is inserted within the accommodating bore
4m as a result of the attachment of the pushrod actuating
mechanism 7 to the connecting surface 4n. Thereby, the
proximal end portion of the pushrod 12 is brought into abut-
ment with the distal end portion of the adjusting bolt 18.

In this disc brake 1, when the brake wire 19 is pulled by a
driver’s brake operation, the rotating arm 16 rotates against
the biasing force of the return spring 21. Then, as the rotating
arm 16 rotates, the sleeve bolt 15 moves towards the disc rotor
5 while rotating, and the adjusting bolt 18 moves towards the
disc rotor 5 while rotating integrally with the sleeve bolt 15,
s0 as to push and move the pushrod 12 towards the disc rotor
5. Asthe pushrod 12 moves, the pushrod 12 pushes and moves
the piston 11 towards the disc rotor 5, so that the piston 11
presses a friction pad 6, which is on an acting portion 4a side,
against one side surface of the disc rotor 5. Furthermore, due
to a reaction force produced, the caliper body 4 is moved
towards the acting portion 4a while being guided by the
sliding pins 3, 3. Then, the reacting portion 45 presses the
friction pad 6 on a reacting portion 45 side against the other
side surface of the disc rotor 5 to thereby perform the brake
action.

With the mechanical type disc brake 1 of this embodiment,
which is configured as described above, if a length by which
the connecting portion 4f is cut is adjusted according to a
length of a wheel, the mounting position of the pushrod
actuating mechanism 7 can be changed. Thus, even if the
brake disc 1 is mounted on a wheel having a different width,
the pushrod actuating mechanism 7 can be disposed so that
the wheel and the brake wire 19 do not interfere with each
other. Thereby, it is possible to enhance the versatility of the
caliper body 4 and the pushrod actuating mechanism 7. In this
embodiment, the connecting portion 4/7is cut in a position B1
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in FIG. 7 according to the position of the wheel. However, for
example, when the position of the wheel is different, the
connecting portion 4 may be cut in a position B2 in FIG. 7
according to the position of the wheel so that the connecting
portion 4f'has a predetermined length. Also, the caliper body
4 is formed by casting, and the gate P1 is provided in the
connecting portion. Thus, when the gate P1 is cut after casting
is completed, the length of the connecting portion 4f can be
adjusted easily. Furthermore, the connecting base portion 7a
which is connected to the connecting surface 47, the holding
arm 7e projecting from the connecting base portion 7a and
having the distal end portion through which the brake wire 19
is inserted, and the restricting piece 7g which restricts the
rotation of the rotating arm 16 are formed integrally by cast-
ing. Thereby, the strength of the pushrod actuating mecha-
nism 7 can be ensured, and the restricting piece 7g can be
formed easily.

It should be noted that the invention is not limited to the
embodiment described above. For example, the disc brake 1
may include a hydraulic type actuating mechanism in which
a hydraulic fluid port C1 is provided in the cylinder bore as
indicated by an imaginary line in FIG. 1, a hydraulic chamber
is provided between the cylinder bore and the piston, and the
piston is actuated by a hydraulic pressure. Also, the disc brake
1 is applicable to a parking type disc brake including the
hydraulic type actuating mechanism and the mechanical type
actuating mechanism. Furthermore, the piston, the pushrod,
and the adjusting bolt may be formed integrally. Also, the disc
brake 1 may be applied to a disc brake in which a bottom wall
is not provided in a cylinder bore.

What is claimed is:

1. A mechanical type disc brake comprising:

a caliper body including an acting portion that is provided
on one side of a disc rotor and is formed with a cylinder
bore which opens to a disc rotor side of the acting por-
tion;

a piston member that is inserted into the cylinder bore so as
to be movable, wherein the piston member includes a
proximal end portion that project towards an opposite
side to the disc rotor, of the cylinder bore; and

a piston member actuating mechanism that is provided on
the opposite side, to the disc rotor, of the cylindrical bore
and moves the piston member in a cylinder axial direc-
tion as a rotating arm operates, wherein

the rotating arm rotates by pulling a brake wire, and

wherein,

a connecting portion has same section shapes when
taken along a direction perpendicular to the cylinder
axial direction at different positions located on the
cylindrical axis,

the connecting portion has a predetermined length to
form a connecting surface to which the piston mem-
ber actuating mechanism is connected, and

an accommodation bore that is larger than a diameter of
apushrod of the piston member and which accommo-
dates therein the proximal end portion of the piston
member in the connecting portion, from a connecting
surface side of the piston member.

2. The mechanical type disc brake according to claim 1,
wherein

the cylinder bore has, in a bottom wall, a through hole
extending in the cylinder axial direction, and

the piston member includes
apiston that is inserted into the cylinder bore so as to be

movable,

a pushrod having
adistal end portion that is connected to the piston, and
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a proximal end portion that is inserted through the
through hole, and
apushing member that moves in the cylinder axial direc-
tion as the rotating arm operates so that a distal end
portion of the pushing member is brought into abut- 5
ment with the proximal end portion of the pushrod to
push and move the piston via the pushrod.
3. The mechanical type disc brake according to claim 1,

wherein

the caliper body is a casting, and

apad portion that is provided on an opposite side to the disc
rotor, of the connecting portion.

4. The mechanical type disc brake according to claim 3,

wherein the pad portion includes a gate or a riser.

5. The mechanical type disc brake according to claim 2, 15

further comprising:

a hydraulic type actuating mechanism that actuates the
piston by means of a hydraulic pressure, wherein a
hydraulic chamber is provided between the cylinder
bore and the piston.

6. The mechanical type disc brake according to claim 1,

wherein the piston member actuating mechanism is con-
nected to the connecting surface with a bolt that is disposed on
an outer circumferential side of the cylinder bore.

7. The mechanical type disc brake according to claim 1, 25

wherein

the piston member actuating mechanism includes:
a connecting base portion that is connected to the con-
necting surface,
a holding arm that projects from the connecting base
portion to hold the brake wire, and
a restricting piece that restricts the rotating arm from
rotating, and
the connecting base portion, the holding arm, and the
restricting piece are an integrally casted piece.
8. A method for manufacturing a mechanical type disc

30

35

brake, wherein

the disc brake includes

a caliper body including an acting portion that is pro-
vided on one side of a disc rotor and is formed with a
cylinder bore which opens to a disc rotor side of the
acting portion;

a piston member including a proximal end portion that
project towards an opposite side, to the disc rotor, of
the cylinder bore; and

a piston member actuating mechanism that moves the
piston member in a cylinder axial direction as a rotat-
ing arm operates, and

the rotating arm rotates by pulling a brake wire,

the method comprising:

forming the caliper body;

inserting the piston member into the cylinder bore of the
caliper body;

providing the piston member actuating mechanism on the
opposite side, to the disc rotor, of the cylindrical bore of 55
the caliper body, wherein

the forming of the caliper body includes

extending a connecting portion, which has same section
shapes when taken along a direction perpendicular to
the cylinder axial direction at different positions
located on the cylindrical axis,

cutting the connecting portion to have a predetermined
length, the cutting forming a connecting surface to
which the piston member actuating mechanism is
connected, and

forming an accommodation bore, which accommodate
therein the proximal end portion of the piston mem-
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ber, in the connecting portion from a connecting sur-
face side of the piston member.

9. The mechanical type disc brake according to claim 1,
wherein the cylinder bore accommodates therein the piston
member with a dust seal and a piston seal.

10. The mechanical type disc brake according to claim 1,
wherein,

the piston member includes a cylindrical body and a push-
rod connecting wall that is formed at an intermediate
portion of an interior of the cylindrical body;

a distal end portion of a pushrod is connected to a central
portion of the pushrod connecting wall via a seal mem-
ber;

the pushrod is inserted through a through hole located
between the cylinder bore and the accommodation bore
which are of different diameters, with a seal member;
and

a proximal end portion of the pushrod projects to an oppo-
site side, to the disc rotor, of the cylinder bore.

11. The mechanical type disc brake according to claim 10,

wherein,

the connecting portion includes a cylindrical portion that is
larger in diameter than the cylinder bore, and

mounting portions which project towards a disc outer cir-
cumferential side of the cylindrical portion and a disc
inner circumferential side of the cylindrical portion,
respectively.

12. The mechanical type disc brake according to claim 1,

wherein

the piston actuating mechanism includes:

a connecting base portion,
a sleeve nut,

a sleeve bolt,

the rotating arm, and

an adjusting bolt,

the connecting base portion is connected to the connecting
surface,

the sleeve nut is in a position corresponding to the accom-
modation bore, and

the rotating arm is fitted on an outer end portion of the
sleeve bolt.

13. The mechanical type disc brake according to claim 12,
wherein, in a state where a lock nut is mounted on the adjust-
ing bolt, the adjusting bolt is screwed into an inner circum-
ference of the sleeve bolt and a distal end portion of the
adjusting bolt abuts against the proximal end portion of the
pushrod.

14. The mechanical type disc brake according to claim 13,
wherein,

the adjusting bolt pushes the piston member via the push-
rod towards the disc rotor, and

the rotating arm, the sleeve bolt and the adjusting bolt
rotate together by tightening the lock nut.

15. The mechanical type disc brake according to claim 12,
wherein the connecting base portion has a disc shape which is
substantially a same shape as that of the connecting portion.

16. The mechanical type disc brake according to claim 15,
further comprising:

aholding arm extending towards a rotating disc exit side of
a bolt mounting portion, which is on a disc inner circum-
ferential side of the connecting base portion, and

the holding arm has a holding portion that holds the brake
wire at a distal end portion thereof.

17. The mechanical type disc brake according to claim 16,

further comprising:
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a restricting piece provided on a disc outer circumferential
side of the bolt mounting portion, which is on the disc
outer circumferential side of the connecting base por-
tion, and

the restricting portion projects in an opposite side to the
disc rotor and abuts against a surface, on a rotating disc
rotor entrance side, of the rotating arm so as to restrict
rotation of the rotating arm.

18. The mechanical type disc brake according to claim 17,
further comprising a return spring attaching piece provided
on the holding arm so as to project therefrom.

19. The mechanical type disc brake according to claim 18,
wherein,

the rotating arm has a sleeve bolt fitting hole, a brake wire
connecting portion and a mounting piece,

the sleeve bolt fitting hole is fitted onto an outer end of an
outer circumferential portion of the sleeve bolt, and

the brake wire connecting portion projects towards the disc
outer circumferential side, and

one end of the brake wire, which is held by the holding arm,
is connected to the brake wire connecting portion.

20. The mechanical type disc brake according to claim 19,
wherein, when not in operation, the rotating arm is biased by
the return spring and is restricted from rotating by the restrict-
ing piece to thereby be held in an initial position.

21. The method for manufacturing a mechanical type disc
brake of claim 8, wherein the accommodation bore is larger
than a diameter of a pushrod of the piston member and which
accommodates therein the proximal end portion of the piston
member in the connecting portion, from a connecting surface
side of the piston member.
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